DECLARATIE DE PERFORMANTA /| DECLARATION OF PERFORMANCE
C € Conform regulamentului (UE) n° 305/2011
according to the Construclion Products Regulation (EU) No. 305/2011

D.o.P. nr. 202401

Codul de identificare unica al tipului de produs / Unique identification code of the product type:

1.
ELASTOKRON (Black) 20 Kg
2. Numarul de tip, lot, seria de identificare produs / Product identification:
B021002
3. Utilizari prevazute ale produsului / Intended uses of product:

conform cu EN 1504-2:2004 /according to uses by EN 1504-2:2004
(Sisteme de protectie ale suprafetelor de beton / Surface protection systems for concrete)
Principil / Principles; Pl (1.3)- MC (2.2) - PR (5.1) - IR (8.2)
conform cu EN 14891:2012 / according to uses by EN 14891:2012

Produse impermeabilizante lichide pentru aplicare sub placi ceramice lipite cu adezivi (DM 01)
/Dispersion liquid applied water impermeable products for use beneath ceramic tiling bonded with adhesive (DM 01)

conform cu EN 15814:2011+ A2:2014 / according to uses by EN 15814:2011+ A2:2014
Acoperiri hidroizolante din bitum modificat cu polimeri pentru utilizare in straturi groase. /
Polymer modified bituminous thick coatings for waterproofing.

4. Numele si adresa fabricantului / Manufacter:
KRONGUM SOLUTIONS S.r.|. - Strada Valea Larga, 47 — 505600 Sacele (BV) - Romania

Sito produttivo/ Production site — Via Vicenza, 72 — 36015 =SCHIQ (VI)

Nume si adresa mandatar / Authorised representative:
Non aplicabil/ Not applicable

Sistemul de evaluare si verificare al constantei performantelor produsului (AVCP)

System of assesment and verification of constancy of the product performance (AVCP ).
EN 1504-2:2004 Sistemul AVCP 4 / AVCP sistem 4

EN 14891:2012 Sistemul AVCP 3 / AVCP sistem 3
EN 15814:2011 + A2:2014 Sistemul AVCP 3/ AVCP sistem 3

In accord cu sistemele AVCP mai sus indicate, urmatoarele laboratoare au eliberat rapoartele de test

1.
prevazute pentru probele initiale de tip produs. / In accordance with the AVCP systems, the following

laboratories have issued the test reports for the initial type tests.

Norma EN Probe Laborator | Codul de notificare laborator | Rapoarte de proba n.
Standard EN Test Laboratory | Laboratory notification code Test reports nr.
1504-2 CMR snc / Raport n. 2729-1-22
Raport n.1248-2-18
14891 ELLETIPI srl 1308 Raport n.
33769-16+33775-16




ISTITUTO 0407
15814 GIORDANOQ srl
CMR snc /

401952/15870/CPR

Raport n.

2729-2-22

8. Evaluare tehnica Europeana ,European technical assessment:
Non Aplicabil / Not applicable
9. Performante declarate / Performances declared;
i Caracteristici esentiale Performante Norma armonizata
| Essential characteristics Performance Harmonized standard
| Rezistenta la abraziune Pierdera greutate <3 g
| Abrasion resistance Weight loss <3 g
| Permeabilitatea la CO» Sp>50m
Permeability to CO; Sp>50m

| Permeabilitatea la vaporii de apa

Water vapour permeability

CLASA | (Sp<5m)
CLASS | (So<5m)

| Capillary absorption and permeability to water

Absorbtia capilara si permeabilitatea la apa

w < 0,1 Kg/m?-h%?
w < 0,1 Kg/m?-h%>

Rezistenta la impact CLASA I EN 1504-2:2004
Impact resistance CLASS !
Forza di aderenta la tractiunea directa > 1 N/mm?
Adhesion strength by pull off test > 1 N/mm?
i Eliberarea de substante periculoase Vezi FDS
Release of dangerous substances See 5DS
Clasa de reactie la foc NP
Reaction to fire NPD
Caracteristici Esentiale Performante Norma armonizata
Essential characteristics Performance Harmonized
standard
Aderenta la tractiunea initiala >0,5 N/mm?
Initial tensile adhesion strength > 0,5 N/mm?
Aderenta la tractiune dupa imersia in apa >0,5 N/mm?
Tensile adhesion strength after water contact > 0,5 N/mm?
Aderenta la tractiune dupa imbatranirea termica > 0,5 N/mm?
Tensile adhesion strength after water heat ageing > 0,5 N/mm?
Aderenta la tractiune dupa cicluri inghet-dezghet > 0,5 N/mm?
Tensile adhesion .strength dfter freeze thaw cycles > 0,5 N/mm? EN 14891:2012
Aderenta la tractiune dupa contactul cu apa calcaroasa > 0,5 N/mm?
Tensile adhesion strength after contact with lime water | > 0,5 N/mm?
! Impermeabilitate la apa Impermeabil
Waterproofing No penetration
Crack Bridging (-5°C) > 0,75 mm
Crack Bridging Ability (at -5 °C) > 0,75 mm
Eliberarea de substante periculoase Vezi FDS
Release of dangerous substances See SDS




Caracteristici Esentiale

Performante

Norma armonizata

J Essential characteristics Performance Harmonized
| standard

l Crack Bridging static la +4°C Clasa CB2

| Crack Bridging capability at +4°C Class CB2

| Impermeabilitate in presiune pe fisura deschisa de 1 Clasa W2B

| mm Class CB2

| Resistance to water in pressure on a 1 mm open crack

; Rezistenta la compresiune Clasa C2B

| Compressive strength Class C2B

| Rezistenta la ploaie Clasa R2

| Resistance against water Class R2

| Fara colorari ale

| Rezistenta la apa apei

| Resistance against water No coloring of

| the water EN 15814:2011 +
| Flexibilitatea la rece (la 0°C) Fara fisuri A2:2014

| Flexibility at low temperatures (at 0°C) No cracks

Stabilitate dimensionala la temperaturi inalte +70°C
Dimensional stability at high temperatures (at 70°C)

Fara decolorari
sau prelingeri
No discoloration

or dripping
; Satisface
‘ Rezistenta la apa stagnanta Sotisfied
| Reactia la foc Clasa E
| Reaction to fire Class £
Eliberarea de substante periculoase Vezi FDS
Release of dangerous substances See SDS

10.

Performanta produsului mentionat la punctele 1 si 2 trebuie s fie conform3 cu performanta declarats

si mentionata la punctul 9. Aceasta declaratie de performanta se face pe réspunderea exclusivi a
producdtorului mentionat la punctul 4./ The performance of the product identified in points 1 and 2 is
in conformity with the declared performance in point 9. This declaration of performance is issued under

the sole responsibility of the manufacturer identified in point 4.

Sdcele, 01/10/2024

Semnatura

loana Maria Lazar (Ceo)




