Conform regulamentului (UE) n° 305/2011

C € DECLARATIE DE PERFORMANTA | DECLARATION OF PERFORMANCE
according to the Construction Products Regulation (EU) No. 305/2011

D.o.P. nr. 202411

Codul de identificare unica al tipului de produs / Unique identification code of the product type:
TOPKRON VERTICAL (Gri) 5 Kg

Numarul de tip, lot, seria de identificare produs / Product identification:
B021030

Utilizari prevazute ale produsului / Intended uses of product:
conform cu EN 1504-2:2004 [according to uses by EN 1504-2:2004
(Sisteme de protectie ale suprafetelor de beton / Surface protection systems for concrete)
Principi / Principles: PI1(1.3) - MC (2.2} - PR (5.1) - IR (8.2)

Numele si adresa fabricantului / Manufacter:
KRONGUM SOLUTIONS S.r.1. = Strada Valea Larga, 47 — 505600 Sacele (BV) - Romania
Locul de productie / Production site —Via C. Battisti 140, — 20093 Cologno Monzese (Ml)

Nume si adresa mandatar / Authorised representative:
Non applicabile/ Not applicable

Sistemul de evaluare si verificare al constantei performantelor produsului {(AVCP)
System of assesment and verification of constancy of the product performance (AVCP ).
EN 1504-2:2004 Sistemul AVCP 4 / AVCP sistem 4

In accord cu sistemele AVCP mai sus indicate, urmatoarele laborateare au eliberat rapoartele de test
prevazute pentru probele initiale de tip produs. / In gccordance with the AVCP systems, the following
laboratories have issued the test reports for the initial type tests.

Norma EN Probe laborator Codul de notificare laborator Rapoarte de proba n.
Standard EN Test Laboratory Laboratory notification code Test reports nr.
1504-2 Institutul Masini / 1367 - 2008

8. Evaluare tehnica Europeana , European technical assessment:
Non Aplicabil / Not applicable




9. Performante declarate / Performances declared:

Performante declarate

Caracteristici esentiale

Performante

Specificatii tehnice

armonizate
Permeabilitatea la vapori de apa sd<5m
Absorbtie capilara W <0,1 kg/m?.h%*
| Rezistenta |z aderenta (orizontal cu trafic) > 0,8 N/mm?
Cicluri de socuri termice i UNIEN. 1504-% ,
(orizontal cu trafic) 20,8 N/mm? Sisteme pentru protectia
i _ Pierdere greutate = suprafetelor de beton
Rezistenta la abraziune 0,06% (MC-PR-IR)
Reactia la foc F
Emisie de substante periculoase Vezi FDS

10. Performanta produsului mentionat la punctele 1 si 2 trebuie s fie conformé cu performanta declarats
si mentionatd la punctul 9. Aceastd declaratie de performanta se face pe riaspunderea exclusivi a
producatorului mentionat la punctul 4. / The performance of the product identified in points 1 and 2 is
in conformity with the declared performance in point 9. This declaration of performance is issued under
the sole responsibility of the manufacturer identified in point 4.

Sacele, 01/10/2024

/

Semnatura

loana Maria Lazar (Ceo)




